PLANNING COMMISSION MEETING
City of Gardner, Kansas
Council Chambers, City Hall
Monday February 22, 2021
7 p.m.

CALL TO ORDER

The meeting of the Gardner Planning Commission was called to order at 7:01 p.m. on Monday
February 22, 2021, by Chairman Scott Boden.

PLEDGE OF ALLEGIANCE

Chairman Boden led the Pledge of Allegiance.
ROLL CALL

Commissioners present:
Chairman Boden
Commissioner Ford
Commissioner Ham
Commissioner Meder
Commissioners absent:
Commissioner McNeer
Commissioner Hansen
Staff members present:
Robert Case, Chief Planner
David Knopick, Community Development Director
Spencer Low, City Attorney
Melissa Krayca, Administrative Assistant

There was 1 member of the public in attendance.

CONSENT AGENDA

1. Approval of the minutes as written for the meeting on January 26, 2021.
Motion made by Commissioner Ford to approve the consent agenda item, seconded by

Commissioner Meder.
Motion passed 4-0.

REGULAR AGENDA

1. SP-20-09: Site Plan Review for Freddy’s and Small Commercial Pad Site

Mr. Robert Case, Chief Planner, presented the information found in the staff report for this project
located at the Northeast corner of E Main Street and Cedar Street. The property is zoned C-2
and includes lots 1 and 2 of the Blue Valley Subdivision. Freddy’s will be located on lot 1 and the
entire site is also within the recently adopted Gardner Main Street Corridor Plan area. The site



Planning Commission Meeting
City of Gardner, Kansas

Page No. 2

February 22, 2021

plan provides for ample access to the site from Cedar and Shawnee Streets and a shared cross-
access with the QuikTrip property to the east. The building meets design standards with a variety
of complementary materials, awnings and parapet heights to add interest. The site plan shows
the required number of trees and shrubs. Sidewalks shall be installed along all street fronts, with
the sidewalks along Main Street are to be moved closer to the property line and further away from
the curb. This is one of the conditions for approval. Staff has found that the site is capable of
accommodating the buildings, uses and other site design elements. The design and arrangement
of buildings and open space is consistent with good planning and landscaping design and is in
substantial compliance with the code. Staff recommends approval of the Site Plan with
conditions.

Dan Willems on behalf of Freddy’s and Austin Lange, BHC Rhodes Architecture & Engineering
were present via zoom to answer any questions.

COMMISSION DISSCUSSION:

Commissioner Meder stated she likes the recommendation for the sidewalk to be set back further
from the curb and is happy to see no entrance/exit on Main Street.

Commissioners Ham, Ford and Boden did not have comments but were pleased with the Site
Plan for Freddy’s.

Motion was made after review of Application SP-20-09, a site plan for Freddy’s, located at
the northeast corner of Main and Cedar Streets, and site plan dated January 22, 2021, and
staff report dated February 22, 2021, that the Planning Commission approve the site plan
application provided the following conditions are met:

1. Moving the sidewalk along Main Street to at least 6’ from the back of curb and
coordinate construction of the sidewalk with the City Engineer;

2. Approval of the Traffic Impact Study and Storm Water Management Plan by the City
Gardner Public Works Department prior to the issuance of a building permit; and

3. Before any development can occur on Lot 2, a site plan application will need to be
submitted and approved

Motion by Commissioner Ford and seconded by Commissioner Ham.
Motion passed 4-0.

2. Consideration of proposed Title 17 Land Development Code amendments (Public
Hearing)

Mr. Dave Knopick, Community Development director presented the proposed amendment
revisions to several chapters of Title 17 Land Development Code. Over the past few months staff
has encountered several sections of the LDC that require adjustment, clarification or updating in
the various chapters of the LDC. The proposed amendments were provided to the Planning
Commission at the January 26, 2021 meeting. Subsequently, the proposed amendments have
been reviewed by the City Attorney and a public hearing notice has been published for
consideration of the proposed amendments at this meeting.

Mr. Knopick presented a summary presentation of the issues to be addressed, by the specific
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proposed revisions and potential changes in the staff report, per the following framework.

Chapter 17.01 General Provisions

The proposed language in this section is related to the zoning of annexed land. The current
language, which states that the zoning classification of property changes from the prior
jurisdiction’s zoning district to a corresponding City zoning district when the land is annexed into
the City, is in conflict with State of Kansas court rulings / findings. Therefore, changes are
proposed to address the rezoning of annexed land and nonconformities resulting from such
annexation and rezoning activities.

Chapter 17.02 Definitions

Current and past staff, through previous review of the LDC, identified the need for clarification of
several existing definitions and the addition of a few new definitions to assist with the
administration / interpretation of the regulations.

Chapter 17.03 Applications and Procedures

The Planning Commission had previously heard a case related to a mobile home community.
As part of that case there were two issues related to the LDC that were identified. The first
issue was related to the length of time a conditional use permit shall be valid. The proposed
language changes are intended to address / clarify the establishment of a period of time
associated with a conditional use permit and the allowance for an extension of such permit.

Additionally, in this chapter there has been some confusion related to the administrative
adjustment process terminology and when the Director is authorized to make administrative
adjustments and when the Planning Commission is authorized to do so. The suggested
changes clarify the role of the Director and the Planning Commission, and provide additional
administrative discretion to both in regard to the consideration of administrative adjustments.
The recommendation is that the Director would have 10% adjustment discretion for
administrative site plan reviews and the Planning Commission would have 20% adjustment
discretion for site plan reviews.

Chapter 17.05 Zoning Districts and Use Standards

Another previously identified issue in relation to mobile home communities was the requirement
of a conditional use permit for a manufactured / mobile / micro home community within the only
zoning district which allows such use. This proposed adjustment would change such use from a
conditional use to a permitted use in the RM-P district subject to the standards in Section
17.06.020.

Additional proposed changes in this chapter have to do with the placement of temporary offices
at construction and development sites. Such office would be considered a temporary use and
under the current code would not be allowed in a residential zoning district. The potential
changes would allow the placement of temporary construction / sales offices on residential
construction / development sites in residential districts within the parameters outlined.

COMMISSION DISSCUSSION:

Commissioner Ham stated all of the changes make sense and understood the rationale after
reading all of the proposed changes side by side. She is glad that the administration noticed the
necessary adjustments to be made.
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Commissioner Meder agreed the changes were needed. She had questions concerning Chapter
17.02 the definition of xeriscaping. Mr. Knopick explained that xeriscaping was a landscaping
method incorporating lower water usage materials and plants involved to reduce or eliminate the
need for irrigation.

Commissioner Meder also inquired about the increase in the percentage for administrative
adjustments, and if the proposed increase would be more effective in addressing know issues.
Mr. Knopick stated this adjustment appeared to be a good starting point without dramatically
increasing administrative discretion. Staff will be monitoring the use of the increase in different
situations and may bring further adjustments to the percentages forward in the future.

Commissioner Ford is in agreement that all of the changes make sense and the presentation was
well done.

Commissioner Boden stated he was happy to see all the changes made, and the proposed
administrative adjustments would have come in handy during the building of the new Price
Chopper.

Motion made after review of the proposed Title 17 Land Development Code amendments,
staff report dated February 22, 2021, that the Planning Commission recommend approval
of the proposed amendments as presented.

Motion by Commissioner Meder and seconded by Commissioner Ham.

Motion passed 4-0.

DISCUSSION ITEMS

There were no discussion items.

ADJOURNMENT

Motion to adjourn made by Commissioner Ford and seconded by Commissioner Meder.
Motion passed 4-0.

Meeting adjourned at 7:34 pm.



PLANNING COMMISSION STAFF REPORT NEW BUSINESS ITEM NoO. 1
MEETING DATE: FEBRUARY 22, 2021
PREPARED BY: ROBERT CASE, PLANNER

PROJECT NUMBER/ TITLE: SP-20-09: Site Plan Review for Freddy’s and a Small Commercial
Pad Site

PROCESS INFORMATION

Type of Request: Site Plan Review
Date Received: December 15, 2020

APPLICATION INFORMATION

Applicant: Austin Lange, BHC Rhodes Architecture and Engineering

Owner: Henzlik Real Estate Companies, LLC, Douglas Henzlik

Parcel ID: CP07000000 0001, CP07000000 0001A and CP07000000.0002

Location: Lot 1 and 2 of Blue Valley Subdivision, and more specifically located on the northeast
corner of N Cedar Street and E Main Street.

REQUESTED ACTION

The applicant requests approval of a site plan review for a restaurant and a commercial pad site
on an approximately 1.8 acres.

EXISTING ZONING AND LAND USE

The subject properties are currently vacant on platted land zoned C-2 (General Commercial)
District.

SURROUNDING ZONING AND LAND USE

Zoning Use(s)

North of subject property

C-2 (General Commercial) District and R-2
(Two Family) District Grocery Store, Single-Family House

East of subject property

C-2 (General Business) District Convenient Store

South of subject property

C-3 (Heavy Commercial) District Retail Store

West of subject property

C-3 (Heavy Commercial) District and R-2 (Two
Family) District Restaurant, Single-Family House
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EXISTING CONDITIONS

The site plan is for the vacant lots south of the new Price Chopper Grocery Store along Main
Street. The lots will eventually be surrounded by commercial uses. All utilities are located on the
site.

BACKGROUND / HISTORY

Annexation of this development in its entirety occurred at different times over a 40 year period,
from 1954 through 1994. Several plats and site plans have been approved over a 20+ year
period, and results today in a partially completed development with a strip center, small retail /
office strip building along Lincoln Lane, large grocery store for Price Chopper, and three outparcel
buildings along US 56 Highway. Today, there are still several vacant lots.

The most recent project to be approved by the City was for the Price Chopper. The Administrative
Plat was approved by the Planning Department and recorded in January 2021.

CONSISTENCY WITH COMPREHENSIVE PLAN

Recently, the City adopted the Gardner Main Street Corridor Plan and incorporated that plan into
the 2014 City of Gardner Comprehensive Plan by reference. This plan built upon previous
planning studies to bring a cohesive vision to enhance the quality of life and provide a sense of
place, among other goals, to the Main Street corridor. This development is included in the study
area of the Main Street Corridor Plan, and has been identified as “Community Mixed Use” on the
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Future Land Use map. The Future Land Use map included in the Main Street Corridor Plan
supersedes the Future Land Use map in the Comprehensive Plan on those parcels within the
study area.

A 2018 amendment to the Comprehensive Plan describes the “Community Mixed Use” future land
use in part as: “intended to provide retail and professional services for the everyday needs of the
people residing or working in the community. Uses should be limited to those that meet the needs
of residents such as civic uses, grocery and retail stores, restaurants, hotels, professional
services, and entertainment venues, as well as office and medical commercial uses.” The
proposed restaurant use is consistent with the future land use description of the Comprehensive
Plan.

STAFF ANALYSIS

SITE PLAN

17.03.060 (B) Review Criteria:

1. In general, any site plan in compliance with all requirements of this Code shall be approved.

Staff Comment: The following elements have been added by the applicant for optimal
compliance with the Code:

e Sidewalks will be moved to the north off of Main Street to allow pedestrians to safely walk
along the street.

2. In making a determination of compliance, or for site plans accompanying any discretionary
review or administrative relief, the review body shall consider whether:

a. The site is capable of accommodating the buildings, proposed use, access and other site
design elements required by the Code and will not negatively impact the function and design
of rights-of-way or adjacent property.

Staff Comment: The site is capable of accommodating the buildings, proposed use, access and
other site design elements required by the Code and will not negatively impact the function and
design of rights-of-way or adjacent property.

b. The design and arrangement of buildings and open spaces is consistent with good planning,
landscape design and site engineering principles and practices.

Staff Comment: The design and arrangement of the building is consistent with good planning
and landscaping design principles and practices.

c. The architecture and building design uses quality materials and the style is appropriate for the
context considering the proportion, massing, and scale of different elements of the building.

Staff Comment: This is a small building that offers a variety of complementary materials and
parapet heights to add interest. Staff finds this criteria is met.

d. The overall design is compatible to the context considering the location and relationships of
other buildings, open spaces, natural features or site design elements.

Staff Comment: The site is beneficially related to adjacent parcels by the shared access drive
and public sidewalk along Main, Cedar and Shawnee Streets. The materials used are compatible
with the adjacent properties. Staff finds this criteria is met.

e. Whether any additional site-specific conditions are necessary to meet the intent and design
objectives of any of the applicable development standards.
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Staff Comment: No additional site specific conditions are necessary for this project.
3. The application meets the criteria for all other reviews needed to build the project as proposed.

Staff Comment: The Traffic and Stormwater Management Plans are pending approval by Public
Works. The final plat will also need to be recorded before the building permit is approved. These
are all recommended conditions of approval.

4. The recommendations of professional staff.

Staff Comment: Staff recommends approval of the site plan SP-20-09 with conditions outlined in
the staff recommendation below.

STAFE ANALYSIS — INFRASTRUCTURE / OTHER
WATER, SANITARY SEWER, STORMWATER, ELECTRIC, GAS —
Existing utilities are located either within or adjacent to the site.

ROADWAY NETWORK, VEHICULAR ACCESS -

There are no new points of access being proposed for this site. Per the City Engineer access off
of Cedar Street will be through a right-in-right out, access off of Shawnee Street will be a joint
drive servicing both lots 1 and 2, and lot 2 will have secondary access through the adjacent
property to the east.

SIDEWALKS —

All sidewalks will be located along all streets, with a new 5’ wide sidewalk along Main Street being
located at least 6’ from the back of curb. This will be a condition of approval.

ATTACHMENTS

I. Site Plan
II. Application

ACTIONS

Per Section 17.03.010 (G) of the Gardner Land Development Code, a review body may take the
following actions (or recommend the following actions):

1. Approve the application.

2. Approve the application with conditions or modifications to lessen or mitigate a potential
impact from the proposed application.

3. Deny the application.

4. Continue the application to allow further analysis. The continued application shall not be more
than 60 days from the original review without consent of the applicant. No application shall be
continued more than once by each review body without consent of the applicant.

EFFECT OF DECISION

Site Plan and Design Review — Approval of a site plan and design review shall authorize the
applicant to apply for a building permit and other applicable permits. The Director may approve
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minor amendments to approved site plans and design reviews without the refiling of a new
application, but in no event shall the Director approve any change that does not qualify for an
administrative site plan, or any change that is different from any condition of approval of the site
plan and design review. An approved site plan and design review shall expire and be of no
further effect if an application for a building permit for one or more buildings shown on the
site plan is not filed within two years of the approval. The Planning Commission may grant
an extension for up to one additional year. Any other element of the plan not submitted for permits
within two years shall expire, unless the application proposes a different schedule that is
approved.

RECOMMENDATION

Staff recommends approval of the Site Plan with conditions outlined in the Recommended Motion
section:

Recommended Motion:

After review of Application SP-20-09, a site plan for Freddy’s, located at the northeast corner of
Main and Cedar Streets, and site plan dated January 22, 2021, and staff report dated February
22, 2021, the Planning Commission approves the application provided the following conditions
are met:

1. Moving the sidewalk along Main Street to at least 6’ from the back of curb and coordinate
construction of the sidewalk with the City Engineer;

2. Approval of the Traffic Impact Study and Stormwater Management Plan by the City Gardner
Public Works Department prior to the issuance of a building permit; and

3. Before any development can occur on Lot 2, a site plan application will need to be submitted
and approved.
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UTILITY CONTACTS

Kansas Gas Service

11401 W. 89th Street
Overland Park, Kansas 66214
Office (913) 599-8991

Fax (913) 599-8989

Spectrum
P.O. Box 25567

Overland Park, Kansas 66225
Office (913) 451-5858
Fax (913) 451-7652

LOCATION MAP

City of Gardner (Utilities Deparments)
(Electric, Water & Wastewater)

1150 East Santa Fe

Gardner, Kansas 66030

Office (913) 856-0980

Fax (913) 856-7325

City of Gardner Electric Distribution
1450 East Santa Fe

Gardner, Kansas 66030

Office (913) 856-0980

Fax (913) 856-0237

NOT TO SCALE

All existing utility locations shown are approximate only and are not guaranteed to
be accurate or all inclusive. Contractor shall be responsible for contacting all utility
companies and verifying the actual field locations of all utilities prior to any
construction activity. Contractor shall keep all utility locations current. Utilities
damaged through the negligence of the contractor to obtain the proper field
locations shall be the responsibility of the contractor to repair or replace at their
expense and at the direction of the utility company. The contractor shall pothole
and survey all utility crossings prior to construction of any portion of storm sewer,
sanitary sewer laterals, underdrains, conduit and any other subsurface element of
the project. The survey information shall be forwarded to the project engineer for
review. The contractor shall not begin construction on any subsurface element on
the project without the approval of the project engineer. Utility coordination,
potholing/surveying shall be subsidiary to other bid items.
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SURVEYOR OF RECORD

RENAISSANCE INFRASTRUCTURE CONSULTING
1815 MCGEE STREET

KANSAS CITY, MISSOURI 64108

P (913) 317-9500

CONTACT: DUSTIN BURTON

EMAIL: DBURTON@RIC-CONSULT.COM

CIVIL ENGINEER

BHC RHODES

7101 COLLEGE BOULEVARD, SUITE 400
OVERLAND PARK, KANSAS 66210

P (913) 663-1900

F (913) 663-1633

CONTACT: AUSTIN LAGE P.E.

EMAIL: AUSTIN.LAGE@IBHC.COM

SUBMITTED BY:

BHC rHODES
OVERLAND PARK, KANSAS

OWNER/DEVELOPER

FREDDY'S FROZEN CUSTARD & STEAKBURGERS
260 N. ROCK ROAD, SUITE 200

WICHITA, KS 67206

PHONE: 316-719-7824

CONTACT: GREG WALDO

EMAIL: GREGW@FREDDYSUSA.COM

Austin Lage, P.E.
State P.E. No. 28006
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V:\021720—Freddy’s Master\021720.09—Freddy’s — Gardner\04—DWG\Eng\Sheet\SDP\027120.09—SHTS—LNSC.dwg Layout: LANDSCAPE PLAN

Jan 22, 2021 — 9:20am Plotted By: austin.lage

CEDAR STREET

J/ UGE

SHAWNEE
STREET

MAIN STREET (U.S. 56 HWY.)

GENERAL IRRIGATION NOTES

GENERAL CONTRACTOR TO SUBMIT IRRIGATION PLAN TO
FREDDY'S CONSTRUCTION MANAGER AND LANDSCAPE
ARCHITECT PRIOR TO ORDERING MATERIALS.

1. Irrigation plan to not interfere with any proposed
improvements show within plans.

2. lIrrigation system design to be based on available psi - min
operating pressure for spray heads shall be 30 psi and min
operating for drip zones shall be 40 psi.

3. The mechanical contractor shall be responsible for electrical
power service to the controller and shall make all hook-ups
from the electrical service to the automatic controller. All
exposed low voltage wire shall be enclosed in a conduit.

GRAPHIC SCALE

20 0 20

Place valve boxes 12" minimum from and parallel to curbs

and walks, grouped valves to be equally spaced.

Install all mainlines to slope at 1% minimum to drain valves

located at low points of main system.

General contractor shall provide 110v, non-interrupted

electrical service for the irrigation controller.

Irrigation controller and rain sensor shall be located in
owner approved locations.

PLANT SCHEDULE
EVERGREEN TREE QTY BOTANICAL / COMMON NAME CONT CAL HEIGHT
% 8 Picea abies "Cupressina’ / Norway Spruce B &B 2"Cal 12" Ht.
ORNAMENTAL TREE QTY BOTANICAL / COMMON NAME CONT CAL HEIGHT
@ 7 Prunus cerasifera “Cripoizam™ / Crimson Pointe Plum B&B 2"Cal
STREET TREE QTY BOTANICAL / COMMON NAME CONT CAL HEIGHT
® 7 Acer platanoides "Crimson Sentry’ / Crimson Sentry Maple B&B 2"Cal

3 Acer x freemanii "Armstrong” / Armstrong Freeman Maple B&B 2"Cal
@ 15 Quercus x warei "Regal Prince’ / Regal Prince Oak B&B 2"Cal

SHRUBS QTY BOTANICAL / COMMON NAME CONT. HEIGHT
%% 25 Euonymus fortunei / Wintercreeper 1 gal
@ 22 Hibiscus syriacus "Purple Pillar® / Purple Pillar Rose of Sharon 3 gal 8" Ht
@ 30 Rhus aromatica "Gro-Low" / Gro-Low Fragrant Sumac 5 gal 18"-24"H

EVERGREEN SHRUB QTY BOTANICAL / COMMON NAME CONT. HEIGHT
{:;3 12 Buxus microphylla japonica “Green Beauty' / Green Beauty Boxwood 3 gal
{:} 54 Juniperus chinensis "Sea Green" / Sea Green Juniper 5 gal 24"- 30" H
UPRIGHT EVERGREEN QTY BOTANICAL / COMMON NAME CONT. HEIGHT

@ 7

Sy

Juniperus scopulorum “Skyrocket™ / Skyrocket Juniper 7 gal 6" Ht

Lo d 8 Taxus x media "Hicksii® / Hicks Yew B&B 36" height
GROUND COVERS QTY BOTANICAL / COMMON NAME CONT
v 17,975 sf Festuca arundinacea “Watersaver Blend" / Watersaving Blend of Tall Fescue sod

MULCH SCHEDULE

NCPENCN
1 &G 1 &G ROCK MULCH 3,189 sf
®QU®Q SAMPLE OF ROCK MULCH TO BE
PROVIDED TO OWNER AND
ARCHITECT FOR APPROVAL.
Buffalo River Rock or Regional Equal.
Slze: 1"-3" Rock. Depth: 3" Depth
SITE DATA
Quantity | Required | Provided
Frontage C-3
Street Trees
Local : 1tree /40 LF of street
Cedar St 245 6.13 7
Shawnee St 164 4.1 5
Collector : 1tree / 50 LF of street
Main St 164 3.28 4
Foundation Planting
25% of street facad @ 8' depth 121 30.00
1tree/ 40 LF 0.75 1
1shrub/ 10LF 3
Parking Landscape
Perimeter 254
1tree/30LF 8.47 9
1shrub/5 LF along frontage 50.8 54
Island/Interior Landscape
Parking provided 45
1tree/40 spaces 1.125 2
Groundcover on all interior areas Y Y
Buffer - Level 2
12'width
North - R-2 120
1lg tree/ 40 LF 3 3
1evergreen tree/ /30 LF 4 4
1shrub/ 10 LF 12 12
West - R-2 104
1lg tree/ 40 LF 2.6 3
1evergreen tree// 30 LF 3.47 4
1shrub/ 10LF 10.4 11

Utility Screening

Above ground cabinets should be
screened w/landscaping Y Y

GENERAL LANDSCAPE NOTES

1.

10.

1.

12.

13.

14.

The Contractor shall verify and coordinate all final grade with the
Landscape Architect and or design team prior to completion.

Location and placement of all plant material shall be coordinate
with the Landscape Architect prior to installation.

Location of all utilities are approximate, the Contractor shall field
verify locations prior to commencement of construction
operations.

Refer to Civil Drawings for all grading and berming, erosion
control, storm drainage, utilities and site layout.

The Contractor shall arrange and conduct a pre-construction
meeting onsite with Landscape Architect prior to work.

Plant quantities are for information only drawing shall prevail if
conflict occurs. Contractor is responsible for calculating own
quantities and bid accordingly.

Tree locations in areas adjacent to drives, walks, walls and light
fixtures may be field adjusted as approved by Landscape Architect.

The Contractor shall report subsurface soil or drainage problems to
the Landscape Architect.

The plan is subject to changes based on plant size and material
availability. All changes or substitutions must be approved by the
City of Gardner, Kansas and the Landscape Architect.

Aluminum landscape edging to be used on all landscape beds
abutting turf areas as noted on landscape plans.

Landscape Contractor shall to be responsible for watering all plant
material until the time that a permanent water source is ready.

The Contractor shall show proof of procurement, sources,
quantities, and varieties for all shrubs, perennials, ornamental
grasses, and annuals within 21 days following the award of the
contract.

Contractor shall provide full maintenance for newly landscaped
areas for a period of 30 days after the date of final acceptance. At
the end of the maintenance period, a healthy, well-rooted,
eve-colored, viable turf and landscaped area must be established.
The landscaped areas shall be free of weeds, open joints, bare
areas, and surface irregularities.

Landscape Contractor shall provide rock mulch sample to owner
for approval.

App.

By

Description

Date

Rev.

7101 College Blivd., Suite 400
Overland Park, Kansas 66210
b. (913) 663-1900 f.(913) 663-1633
BHC RHODES is a trademark of Brungardt Honomichl & Company, P.A.

Civil Engineering  Surveying « Utilities

& STEAKBURGERS
GREG WALDO
260 N. ROCK ROAD, SUITE 200
316-719-7824

FREDDY'S FROZEN CUSTARD
WICHITA, KS 67206

Prepared For:

SITE DEVELOPMENT PLANS
LOT 1 BLUE VALLEY SUBDIVISION
GARDNER, KANSAS 66030
LANDSCAPE PLAN

Design: AKL | Drawn: AKL
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PROVIDE 5' X 5 SMOOTH LEVEL

ADA SIDEWALK AND RAMP NOTES LANDING AT REQUIRED EXITS_TQ MEET -

ADA REQUIREMENTS BN/

1. THE CROSS SLOPE OF A SIDEWALK SHALL BE 27% (1/4” / PER WZ”) MAX. AND 99'—10 3/4” 99 —10 3/4 ﬂ ?25[%!7
1% (1/8" / PER 12") MIN. THE SLOPE CAN BE TOWARD THE PAVEMENT OR q
AWAY FROM THE PAVEMENT AS LONG AS POSITIVE DRAINAGE IS MAINTAINED. e

100°=0" N CONCRETE SIDEWAWLK

2. CURB RAMPS SHALL HAVE A MIN. WIDTH OF 48 INCHES. THE CURB RAMPS =

SHALL HAVE A MAXIMUM LONGITUDINAL SLOPE OF (W” / PER 12”) = A
N
9911”7 Y= &

3. A LANDING THE WIDTH (W) OF THE CURB RAMP AND FIVE FEET IN LENGTH 0 ‘ 99’ —11" THE DESIGN AND DETAILS
SHALL BE CONSTRUCTED AT THE TOP OF CURB RAMPS. THE SLOPE OF THE N DISCLOSED HEREIN ARE THE
LANDING SHALL NOT EXCEED 2% IN ANY DIRECTION. A EXCLUSIVE PROPERTY OF

WINTER ARCHITECTS INC. AND
4 CARE SHALL BE TAKEN TO ENSURE A UNIFORM GRADE ON RAMPS, FREE OF SAG SHALL NOT BE COPIED OR
AND SHORT GRADE CHANGES. REPRODUCED IN WHOLE OR
IN PART WITHOUT ITS PRIOR
5. THE NORMAL GUTTER LINE PROFILE SHALL BE MAINTAINED THROUGH THE AREAS o o - WRITTEN CONSENT.
OF RANPS. -0 5'-0" MIN. £-0

6. SIDEWALKS THAT ARE PART OF A ADA ACCESSIBLE ROUTE AND ALL CURB 100-0" DAN WINTER, ARCHITECT
AND ADA RAMPS SHALL BE CONSTRUCTED TO MEET ALL ADA REQUIREMENTS
GRADES AT DOORS

7. _

SIDEWALKS ABUTTING ASPHALT SHALL HAVE A THICKENED EDGE. NO SCALE
8.
PROVIDE CONTROL JOINTS AT INTERVALS EQUAL TO CONCRETE SIDEWALK
WIDTH, BUT IN NO CASE GREATER THAN 10'-0”.
~ d 94 —— Ud —— d d

9. CONTROL JOINTS MAY BE MADE WITH A GROOVING TOOL AT HE TIME OF N ANd — AUd —— Ud — W 'I
FINISHING OR WITH A CONCRETE SAW AFTER CONCRETE HAS SUFFICIENTLY \ : Q
CURED. S + A

10. CONTROL JOINTS SHALL BE 1" DEEP AND 1/4" WIDE. — O —@"l _____________________________________________________ [ m

11. PROVIDE EXPANSION JOINTS AT MAXIMUM OF 32'—0" INTERVALS AND AT EXISTING - !_

STRUCTURES OR CONCRETE. f \ || <
| (12 I
|
| =
| ~
o E | —
r ! h-—-
“ : * 2,
1"-10" : T j -
T D B
!
: (/p)
FACE OF CONC. FDN. / . 0
EDGE OF SLAB = 2z .
L0 3/8” ] Z X
4 : | w =
| T m
9 N N W
" [ . 1 : ‘ =
-2 3/8 = O 06 Z
- FACE OF CONC. FDN. /
EDGE OF SLAB 5 m Y o
s o L
4.4 4 e Paa o, at . o \ / <
OWNER SUPPLIED. G.C. TO ANCHOR w o
BOLT TO CONCRETE SIDEWALKS i w LLl (9
o
BIKE RACK z LD =2 O
) -
e Ay | £y Z
g ENLARGED MENU BD. DIM. PLAN é b o N o
[
= | O
m \
V2] - Z
NOTES TO G.C.: NOTE: ALL DIMENSIONS ARE FROM FACE OF BULDNG ~ LEGEND \l\\ln m\\m m
1. REFERENCE DETAILS SHEET SA3 FOR MAINSTREET ~ SLAB TO CENTERLINE OF SUPPORTS UNLESS NOTED , R -
MENU BOARD & CLEARANCE BAR FOUNDATIONS. ON PLAN. (1) NEW MENU BD. REF. 2/SA2 FOR FDN. DTL’S % =0 ® m
REFERENCE DETAIL SHEET SA3 FOR THOMAS ORDER COORDINATE ACTUAL LOCATIONS WITH CURBS. ) NOT USED \ qg A
ESUNQDR/QAT%‘NON BOARD & DRIVE THRU- CANOPY NOTE: COORDINATE CONC. FDN. LOCATIONS () NEW CLEARANCE BAR 3/SA2 m
& UNDERGROUND UTILITY SERVICES PRIOR
NEW ORDER CANOPY 4 /SA2 o A
TO BEGINNING CONSTRUCTION. @ / @ =
OF FLAG POLE & 2. REFERENCE MAINSTREET DOCUMENTS FOR MENU (&) DETECTOR LOOP -
I CONC. BASE BOARD & CLEARANCE BAR INSTALLATION DETAILS m
(6) NEW BOLLARD REF. 2/SA1 —
| FLAG POLE BASE 3. REFERENCE SHEET E5 FOR ELECTRICAL -
| CONNECTIONS TO MAINSTREET MENU BOARD, THOMAS o
; SEALANT AROUND ORDER CONFIRMATION SYSTEM, LOOP DETECTOR, DRIVE = I
1—0” 3-0" 1'-0” COLLAR THRU CANOPY AND DT TIMING SYSTEM LOOP ds sl
e SPUN ALUMINUM DETECTOR. =
+ FLASH COLLAR
! / —— CONT. 1” CHAMFER =
- | % — FINISHED CONCORD INDUSTRIES FLAG POLE SPECIFICATIONS
< - i I /| craDE
o | EXPOSED SHAFT MAXIMUM  |MAXIMUM |RECOMMENDED | FLAGGED  |CONCORD
! HEIGHT DIAMETER | WALL UNFLAGGED|FLAG SIZE WINDSPEED | CONTINENTAL
h o ! (feet) (inch) THICKNESS | WINDSPEED | (feet) (mph) CATALOG PART
| (inch) (mph) NUMBER
| )
A | 35°-0” 7 156 165 6X10 110  |[ESR35C75—ACL RESERVED WINTER
- —  WATERPROOF
| PARKING
4 | i?MfOOPUgQ \ §— 18" x 127 STEEL (OR ALUMINUM) SIGN ARCHITECTS
4 - WITH WHITE BORDER LETTERING.
! OF SLEEVE SYMBOL 1S ON A BRIGHT BLUE 1024 EAST
| 0 \ évérigRETE ’ BACKGROUND BAKED ENAMEL FINISH FIRST STREET
< ! W \'\
: | ___TREATED CUT /TLAC POLE WICHITA, KS.
\ | WOOD WEDGES o L J 67214
| 4 4 4 | o N 0 PH. 316-267-7142
‘ | , . 7 = van ¥ NOTE: VAN ACCESSIBLE SIGN AT
. . / @) » »
- < | cabAnlzen SPUN ALUMNUMV\ J 31/2" @ STEEL PIPE NOTE. S o L SPACE MARKED “VAN ON SITE PLAN
| A . g Ns) » NVIL.
| CORRUGATED FLASH COLCAR L BOLLARD (6" # @ TRASH ) SEE PLAN & ELEVATIONS = | S _ § Yd —— Vd
A | STEEL SLEEVE ! o G ENCLOS’URE) P’A‘NTED FOR LOCATIONS A é % % 8 GALVANIZED METAL SIGN POST ARCHITECTURAL
| , § L FREDDY'S RED" (P-3) wlE Flw 9 SITE PLAN
i A (@) :oo = [
! ) T - - Tl —% [
7 4 | - 15X15X1/2 STEEL © CONCRETE FILL ————— gl S
L PLATE WELDED \ L = ~ @ - A
\ @)
) | T0 SLEEVE CONCRETE CONCRETE JOINT FILLER = FINISH GRADE DATE
< ! WASH
4 - FOOTING . 1/21/2021
. ) FLAG POLE @ﬁi CONC. SLAB/
5 BASE ASPHALT PAVING ]
C‘D < < CONCRETE FLAG POLE ' _ o™ /\
- o] e ARCHITECTURAL SITE PLAN
4 . ) / 4 ‘
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Business & Economic Development
[ Planning Division
GARDNER 120 E. Main St. Gardner, KS 66030

SITE PLAN AND DESIGN REVIEW Pre-App Date
FINAL DEVELOPMENT PLAN Fée
APPLICATION File No.
OWNER INFORMATION
Name(s) See Attached Affidavits
Contact
Address
City State Zip
Phone Email

APPLICANT/AGENT INFORMATION

Name(s) _ Henzlik Real Estate Companies, | | C

Contact _Douglas Henzlik

Address _7121 W 79th Street

City_ Overland Park State _Kansas Zip__ 66204

Phone _ 913 725 0408 Email _doug@henzlikrealestate.com

SITE INFORMATION

Property Address/Location: NE cormner of the intersection between U.S. 56 Highway and N. Cedar Street in Gardner, Kansas.

Legal Description (Attach If Necessary)

Number of Existing Lots 2 Number of Proposed Lots 2
Total Site Area _1.84 Present Zoning _C-2 & C-3
Proposed Use Present Land Use

Proposed Street Design Type(s) & Class N/A

Proposed Type(s) Open & Civic Space N/A

Proposed Frontage Type(s) N/A

Proposed Building Types(s)_Drive-through restaurant

SIGNATURE

I'We, the undersigned am/are the (owner(s)), (duly authorized agent), (Circle One) of the aforementioned
property. By execution of my/our signature, I/we do hereby officially apply for a site plan and design review or
final development plan as indicated above.

Signature(s)% //\ Date 4’ //'/QO
Date

Revised 5/7/19 Site Plan & Design Review / FDP Application :




Business & Economic Development
= Planning Division
GARDNER 120 E. Main St. Gardner, KS 66030

P: 913.856.0913 | F: 913.856.4562
www.gardnerkansas.gov

SITE PLAN AND DESIGN REVIEW, AND FINAL DEVELOPMENT PLAN
APPLICATION CHECKLIST

APPLICATION SUBMITTAL REQUIREMENTS

<
o®
]

Complete application packet

Application fee

10 complete sets of full sized plans printed including color elevations, folded
Digital copies (PDF) of the completed application, plans, and legal description
Copy of all covenants and restrictions applicable to the development, if applicable.
Sign posting affidavit.

N ook 0N =

Evidence of the establishment of the agency for the ownership and maintenance of
any common open space and all assurances of the financial and administrative ability of
such agency or document dedicating the facilities to the city.

8. Deeds of dedication for all rights-of-way or easements required as a result of
preliminary development plan approval if conveyance thereof is not to be made by plat or
by the filing of the final development plan.

Evidence of satisfaction of any conditions of the preliminary development plan
approval which were conditions precedent to consideration of the final development plan.

10. Final Stormwater Management Plan (2 printed and 1 digital copy)

11. Final Traffic Impact Study (TIS) as required by the Access Management Code. (2 printed
and 1 digital copy)

PLAN REQUIREMENTS

1. Vicinity map to scale with north point showing railroads, major streams or rivers, and
public streets in the vicinity of the site. (Suggested scale of 1” = 1000’.)

2. Boundary lines of the subdivision shall be enclosed with one continuous bold line,
showing approximate dimensions (bearings and distances).

3. Scale, legend, and north arrow clearly shown, with orientation at top or left as north (not
less than 1"=100’ scale).

4. Dates of plan preparation and/or plan revisions.

Ownership, zoning, and land use of the site and surrounding properties within 200 feet:
both existing and proposed.

6. Names, addresses, and phone numbers of all companies, firms, or individuals

involved in the preparation of the plan (i.e. developer, property owner, architect, landscape
architect, planner, engineer, surveyor, etc.)

N e e s N

NA []
VA []
N/A [ ]
vA ]
VA ]

Revised 5/7/19 Site Plan & Design Review / FDP Application
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Setback lines: building and parking with dimensions in feet.
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10.

11.
12

13.

14,

15.

16.
17,

18.
18

20.
21.

22

23.

Setback lines: building and parking with dimensions in feet.

Lots and tracts identified clearly, with blocks numbered or lettered boldly and clearly in
the center of the block, and lot dimensions with bearings and distances, and area in square
feet and acres.

Note on the plan indicating intended ownership, purpose, and maintenance
responsibilities for any parcels labeled as tracts.

Setback lines: building and parking with dimensions in feet.

Location of existing open space, alleys, parks, streams, ponds, vegetation or other
similar features within plan area, and whether they are to be retained or removed.

Existing utilities, including sanitary sewer, force main, water main, gas mains, culverts and
storm sewer pipe, street lights, electric conduits, and invert elevations of sewers at points of
proposed connection.

Proposed street network, including right-of-way, bearings, tangents, dimensions, and
horizontal and vertical curvature data along the centerline of each street.

All public streets within the plan conform to the applicable minimum design standards
set forth in the Land Development Code and Technical Specifications. Design of crosswalks,
on street parking, shoulder, pavement and lane dimensions.

Intersection site distance analysis.

Driveways, parking lots and stalls, aisles, and loading and service areas and docks and
dimensions.

Median breaks and turning lanes, including sizes and radii; both existing and proposed.

Vehicle maneuvering/turning templates reflecting the site can accommodate a minimum
SU-30 class vehicles (for emergency access to all areas of the site), and the appropriate

site-design vehicle for any other special areas of the site (such as delivery or dock areas,
etc.), as necessary.

Existing and proposed sidewalks and/or trail locations including proposed widths.

Proposed utilities, including approximate location of sanitary sewer, water main, and street
lights.

Existing and proposed easements with dimensions. Existing easements shall be labeled
with book and page number.

Any area within a federally designated floodplain. Location, stations, and elevations of
the 100-year floodplain within the plan area and 100-year elevations at rear lot corners
adjacent to FEMA and Shaded Zone X floodplains. The source of the floodplain information
shall be clearly labeled (example: FIRM, Map #20091C0041D, September 27, 1991).

. Stream corridor boundary and dimensions.

. Phasing Plan, if applicable.

Site Plan & Design Review / FDP Application




Business & Economic Development

w Planning Division
GARDNER 120 E. Main St. Gardner, KS 66030
P: 913.856.0913 | F: 913.856.4562

www.gardnerkansas.gov

|:| 26. Planned amenities, such as fountains, art, outdoor seating, waste receptacles, etc.

27. Any buildings within the plan area which are existing or proposed, with status indicated
including dimensions (i.e. to remain, remodel, new, to be demolished as part of Phase 2,
etc.).

parking areas and property lines.

29. Existing Topography and Proposed Grading of the area contained in the plan area and
within 20 feet of the boundary shown by 2-foot contour intervals. Contour lines shall be

lanihla hiit nat nuarnnuarina
T TN ITROLE RITmAAATE TS TR R T

m |:| 28. Distances between all buildings, between buildings and property lines, and between
X

[]
[]

30. Building elevations depicting the architectural style, size, exterior construction materials,
and colors for each type of building proposed, and dimensions. If an architectural theme is
planned, elaboration on the intent and extent of the scheme and details shall be provided.
Elevations shall provide sufficient information to determine relationships between various
elements, building height, proportion, bedroom counts, approximate square footage, etc.
Rooftop and ground-mounted mechanical equipment shall be shown on elevations.

31. Screen walls, fences, trash enclosures, and mail kiosks (existing and proposed),
including location, height, and materials.

32. Table indicating lots, land areas, buildings, number of stories, building coverage, and
all other quantities relative to the submitted plan that are required to determine compliance
with City codes. For commercial buildings, indicate service floor areas and number of tenant
spaces, if applicable. For residential buildings, indicate dwelling units; if multiple building
types, provide an additional table indicating dwelling units by building type.

< X
L] [

33. Table indicating required and proposed parking spaces.

34. Landscaping plan and table indicating all proposed landscaping, noting common and
botanical names, numbers, and planting sizes. Note all other areas to be sodded.

35. All exterior sign locations. Include elevations and details.

[ LI

36. All outside lighting facilities: Location, height, wattage, and type including shielding, for
buildings, parking lots and outdoor storage areas.

37. Outdoor storage areas, including location, dimensions and design.

38. Planned amenities, such as fountains, art, outdoor seating, waste receptacles, etc.

XOO L O KX

[1B< ]

39. Preliminary design and location of all proposed storm drainage conveyance, detention
and treatment facilities and locations of existing drainage facilities.

I hereby submit all information required for a site plan and design review, or final development plan
application review. | understand that failure to provide the required information may result in a

postponement of my request for review until all information has been submitted.
ol Lo

y Signature of Applicant Date

Revised 5/7/19 Site Plan & Design Review / FDP Application
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Blazing New Trails

Community Development MEMORANDUM
TO: Gardner Planning Commission

FROM: David Knopick, Community Development Director

DATE: February 22, 2021

SUBJECT: Regular Item 2: Consideration of proposed Title 17 Land Development Code
amendments (PUBLIC HEARING).

BACKGROUND

Periodically the Governing Body or Planning Commission or staff, through the activities
associated with the administration of Title 17 Land Development Code (LDC) of the Gardner
Municipal Code, may identify the need to make text amendments to the LDC. The process to
be used to consider and make such changes is prescribed as follows:

Section 17.03.110 Text Amendments
A. Applicability. Text amendments to these regulations may be initiated by the Governing
Body or the Planning Commission, or by staff on behalf of these entities.
B. Specific Procedures. In addition to the general procedures in Table 3-1, and GMC
17.03.010, applications for text amendments shall be processed according to the following
specific procedures:
1. Public Hearing. The Planning Commission shall hold a public hearing on all
proposed amendments.
2. Recommendations. Upon the conclusion of the public hearing, the Planning
Commission shall prepare and adopt its recommendations in the form of a proposed
development regulation and shall submit it with a record of the hearing to the Governing
Body.
3. Action by the Governing Body. When the Planning Commission submits a
recommendation of approval or disapproval of such amendment and the reasons
therefor, the Governing Body may:
a. Adopt. Adopt such recommendation by ordinance,
b. Override. Override the Planning Commission’s recommendation by at least a
two-thirds vote of the membership of the Governing Body, or
c. Return. Return such recommendation to the Planning Commission with a
statement specifying the basis for the Governing Body'’s failure to approve or
disapprove. If the Governing Body returns the Planning Commission’s
recommendation, the Planning Commission after considering the same may
resubmit its original recommendation giving the reasons therefor or submit new and
amended recommendations. Upon the receipt of such recommendation, the
Governing Body by a simple majority thereof may adopt or may revise or amend
and adopt such recommendation by ordinance or it need take no further action
thereon. If the Planning Commission fails to deliver its recommendation to the
Governing Body following the Planning Commission’s next regular meeting after
receipt of the Governing Body'’s report, the Governing Body shall consider such

LDC TEXT AMENDMENTS February 22, 2021 Page 1
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course of inaction on the part of the Planning Commission as a resubmission of the
original recommendation and proceed accordingly.
4. Publication. If the Governing Body approves an application, it shall adopt an
ordinance to that effect, but the ordinance shall not become effective until its publication
in the official newspaper. (Ord. 2518 § 2 (LDC § 3.11))

Over the past few months staff has encountered several sections of the LDC that require
adjustment, clarification or updating in the various chapters of the LDC. The proposed
amendments were provided to the Planning Commission at the January 26, 2021 meeting.
Subsequently, the proposed amendments have been reviewed by the City Attorney and a public
hearing notice has been published.

PROPOSED AMENDMENTS

Draft language related to potential changes is provided below and organized by chapter. A
summary paragraph is provided in regard to the nature of the proposed amendments. After the
summary paragraph the existing language from the LDC is provided in black font (language
proposed to be remove is in black strikeout font) and proposed new language is provided in red
font.

Chapter 17.01 General Provisions

The proposed language in this section is related to the zoning of annexed land. The current
language, which states that the zoning classification of property changes from the prior
jurisdiction’s zoning district to a corresponding City zoning district when the land is annexed into
the City, is in conflict with State of Kansas court rulings / findings. Therefore, it is proposed that
the following sections be changed to address the rezoning of annexed land and nonconformities
resulting from such annexation and rezoning activities. The language provided below has been
adjusted since it was provided to the Planning Commission on January 26, 2021 as a result of
the City Attorney’s review.

17.01.030 Establishment of Districts
C. Annexed Land i

§1.03))

1. Zoning Classification at the Time of Annexation. Upon annexation, the City shall
initiate a petition to rezone an annexed property to the zoning district most similar to the
zoning classification in effect under the prior jurisdiction. Alternatively, an annexed
property owner may request that the aforementioned city initiated rezoning petition be
deferred and may initiate an application to rezone an annexed property to an appropriate
district(s) associated with a development plan / plat for the property.

2. Zoning Classification and Regulations After Annexation

a. Any owner of land within the area annexed may apply for rezoning under the laws
and procedures of the City, and as granted by KSA 12-756 and 12-757, after the
effective date of annexation.

b. If property annexed before the effective date of this Title is rezoned to a City
zoning district, all zoning requirements and regulations of the City take effect, and
the regulations of the prior zoning jurisdiction terminate, within the annexed area.

3. Enforcement. The City may secure civil remedies for violations of prior zoning
jurisdiction regulations to the same extent that it may secure civil remedies for violations
of this ordinance pursuant to GMC 17.01.050.

LDC TEXT AMENDMENTS February 22, 2021 Page 2
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17.01.060 Nonconformances
E. Nonconformances Created by Annexation. All nonconformances created as a result of the
application of the corresponding zoning district at the time of annexation (per GMC 17.01.030
(C) (1)) shall be allowed to remain in place. Improvements to property, in support of the use of
the property at the time of annexation, will be reviewed on a case-by-case basis and may allow
for:
1. An expansion of the nonconforming structure(s) or site condition(s) to which the
improvement / investment is not greater than 50 percent of the appraised value of the
property or applicable structure.
2. An expansion of the nonconforming structure(s) or site condition(s) that is in closer
conformance, than the condition that existed at the time of annexation, with the
applicable zoning district requirements but not necessarily full compliance, to which the
improvement / investment is not greater than 50 percent of the appraised value of the
property or applicable structure.
Such case-by-case determinations shall be made by the Director with appeals of such
determinations going to the Planning Commission.

Chapter 17.02 Definitions

Current and past staff, through previous review of the LDC, identified the need for clarification of
several existing definitions and the addition of a few new definitions to assist with the
administration / interpretation of the regulations.

17.02.010 Definitions

All terms used in these regulations shall have their commonly accepted meaning based upon the
context of their use within this Code. The following terms shall have the meaning given below,
unless more specifically described, limited or qualified within the standards of this Code.

A

Accessible in reference to a lot, means one or both of the following: 1) having a driveway (or an
area for a driveway) that provides vehicular access to an existing street; and/or 2) having a public
or private access easement that provides vehicular access, or shared vehicular access, to an existing
street while meeting all applicable access location and design standards.

ADA Ready refers to a building that is more easily retrofitted for future ADA compliance including
features such as: 1) Zero level entry, 2) Bathrooms large enough to achieve ADA compliance, and
3) Hallways and doorways that are framed for ADA compliant widths.

B

Block means a piece or parcel of land entirely surrounded by public highways er / streets, other
than alleys, or bounded by the presence or a combination of other features such as parks / open
spaces, cemeteries, railroad or other utility rights-of-way, exterior boundaries of a subdivision or
other existing development, shorelines, and/or corporate boundaries. In cases where the platting
is incomplete or disconnected, or the development pattern proposed as the result of curvilinear
streets, cul-de-sacs or other features creates a scenario which does not meet the definition of a
block, the Director shall determine the outline of the block.

L
Landscape area means an area that is designed and maintained for landscape plantings.
Landscape areas may include nonplant landscape features and be surfaced with mulch or rock;
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however, areas without living plants shall not be considered landscape areas. For the purposes of
the Land Development Code xeriscaping features and direct pedestrian walks from front entries
to public sidewalks are considered to be part of the landscape area.

P

Parking block means a grouping of parking spaces with edges that are defined by landscape
areas. Parking blocks may include a variety of different configurations of parking spaces (per
Table 9-6 GMC 17.09.040 (B)).

S

Small Format Home(s) generally refers to housing types which are smaller than 1,500 square
feet. Such homes may be traditional stick-built, manufactured, mobile, modular, or tiny houses,
but do not include recreational vehicles or travel trailers.

Street Tree means a tree placed in the public right-of-way along the street which may be in front
or behind a sidewalk, or within a designated landscape tract or easement adjacent to a public
roadway. Typical location is identified as Frontage (A) in Figure 8-1 of GMC section 17.08.030.

-~
Tree, Street see Street Tree above.

Chapter 17.03 Applications and Procedures

Last September the Planning Commission heard a case related to a mobile home community.
As part of the case there were two issues related to the LDC that were identified. The first issue
was related to the length of time a conditional use permit shall be valid. The proposed language
changes to Section 17.03.050 are intended to address the establishment of a period of time
associated with a conditional use permit and the allowance for an extension of such permit.

In regard to the administrative adjustment process there has been some confusion related to the
use of this terminology and when the Director is authorized to make administrative adjustments
and when the Planning Commission is authorized to do so. The suggested changes clarify the
role of the Director and the Planning Commission, and provide additional flexibility to both in
regard to the consideration of administrative adjustments. Since January 26, 2021 a minor
adjustment has been made to the language associated with the administrative adjustment
amount allowed.

17.03.050 Conditional Use Permit

A. Applicability. A conditional use permit provides flexibility for different uses within a
zoning district and allows the potential for additional uses under certain conditions. Due to the
varying design and operational characteristics of the use or due to conditions in the area where
the use is proposed, these uses are not generally appropriate in that district, but may be
considered through a case-specific review to determine the compatibility in a specific context
and location.

Conditional use permits may be initiated by the owners or authorized agents of any property
affected. In addition to the general requirements in Table 3-1 and GMC 17.03.010, the following
requirements are specific to conditional use applications.

B. Review Criteria. A conditional use permit shall be reviewed according to the following
criteria:
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1. The application furthers the intent of the proposed zoning district and does not
conflict with the intent of any abutting districts.

2. Compliance of any proposed development with the requirements of this Code.

3. Whether any additional site-specific conditions are necessary to meet the purposes
and intent of this Code and the intent or design objectives of any applicable subsections
of this Code.

4. The impact on the public realm, including the design and functions of streetscapes
and relationships of building and site elements to the streetscape.

5. The adequacy of drainage, utilities and other public facilities.

6. Compatibility with the character of the area in terms of building scale, building form,
landscape and site design.

7. Compatibility with the area in terms of operating characteristics such as hours of
operation, visible and audible impacts, traffic patterns, intensity of use as proposed or
foreseeable, and other potential impacts on adjacent property.

8. The application will not prevent development and use of the neighboring property in
accordance with the applicable development regulations.

9. The long range plans applicable to the site and surrounding area are not negatively
impacted considering the permanence of the proposed use, the permanence of existing
uses in the area, and any changes in character occurring in the area.

10. The recommendations of professional staff.

C. Effect of Decision. Approval of a conditional use permit by the Governing Body shall
authorize the applicant to apply for a building permit; and other applicable permits, and establish
the conditional use. Approval shall be valid for twe-years a period of time determined through
the review process and the Governing Body may-grant-a-one-year-extension-provided, that
approvals for communication facilities for wireless services shall be for a term of not less than 10
years. Any application not acted upon according to the approval and conditions within 1 year of
approval this-timeperioed shall be void; although the Governing Body may grant a one-time one
year extension if justified. Any amendment to a conditional use permit shall require the same
process as the original approval. (Ord. 2546 8§ 1; Ord. 2518 § 2 (LDC § 3.05))

17.03.080 Administrative Adjustments
A. Applicability. The administrative adjustment process is intended to provide flexibility for
application of specific standards to sites where it is clear that an alternative approach with minor
or de minimis modifications of the standards will equally or better meet the purpose, intent or
design objectives of these regulations. Specifically it applies to:
1. Altering a building standard, such as setback, area or height by-less-thanfive-percent
of the-stated-standard.
2. Reducing a site design standard, such as a landscape requirement, parking quantity or
location, open space requirement or dimension by-less-than-10-percent-of the required-
standard.
3. Deviating from any building design standard, where an alternative “equal or better”
standard is proposed by the applicant.
4. Inany of these cases the adjustment cannot create conflicts with any other applicable
standard.
B. Specific Procedures and Allowances. Applications for administrative adjustments shall
follow the same procedures required for a site plan and design review or administrative site plan,
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whichever is applicable. In administrative site plan cases where the Director is the decision
authority, administrative adjustments may be granted by the Director. In the case of site plan and
design review where the Planning Commission is the decision authority, administrative
adjustments may be granted only by the Planning Commission.

1. Administrative Site Plan cases:

a. Altering a building standard, such as setback, area or height by up to 10% of the
stated percent (e.g. the stated percent is 30% then the adjustment allowed is up to
3 percentage points) or numeric (e.g. the stated number is 30 then the adjustment
allowed is up to 3) standard respectively.

b. Reducing a site design standard, such as a landscape requirement, parking
quantity or location, open space requirement or dimension by up to 10% of the
stated percent (e.g. the stated percent is 30% then the adjustment allowed is up to
3 percentage points) or numeric (e.g. the stated number is 30 then the adjustment
allowed is up to 3) standard respectively.

c. Deviating from any building design standard, where an alternative “equal or
better” standard is proposed by the applicant.

2. Site Plan and Design Review cases:

a. Altering a building standard, such as setback, area or height by up to 20% of the
stated percent (e.g. the stated percent is 30% then the adjustment allowed is up to
6 percentage points) or numeric (e.g. the stated number is 30 then the adjustment
allowed is up to 6) standard respectively.

b. Reducing a site design standard, such as a landscape requirement, parking
quantity or location, open space requirement or dimension by up to 20% of the
stated percent (e.g. the stated percent is 30% then the adjustment allowed is up to
6 percentage points) or numeric (e.g. the stated number is 30 then the adjustment
allowed is up to 6) standard respectively.

c. Deviating from any building design standard, where an alternative “equal or
better” standard is proposed by the applicant.

C. Review Criteria. In considering an administrative adjustment, the Director and Planning
Commission shall find that the following criteria are met.
1. The relief requested is compatible with the surrounding area in terms of building scale,
building form, and landscape and site design.
2. The relief requested supports the intent and applicability of the zoning district.
3. The relief requested is based upon sound planning and urban design principles that are
consistent with the intent and objectives behind the applicable standard.
4. Compliance with the standard is not practical due to some factors specific to the site or
context.
5. The relief requested is not strictly for the convenience of the applicant or a specific
tenant, and is the minimum necessary to result in the best design for the site.
6. The relief requested produces no perceived impact on the adjacent property or public
realm, than would otherwise occur if the standard were met.
7. The relief requested may be limited to specific conditions, or proposed alternatives that
equally or better meet the intent of the applicable standard.
8. In the case of any specific standard where exceptions or alternative compliance is
identified in this Code, the relief shall be limited only to the extent identified with that
standard. (Ord. 2518 § 2 (LDC § 3.08))
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Chapter 17.05 Zoning Districts and Use Standards

The second issue previously identified in relation to a mobile home community was the
requirement of a conditional use permit for a manufactured / mobile / micro home community
within the only zoning district which allows such use. The RM-P Residential Manufactured and
Mobile Home Planned District is a special district that addresses a variety of development
standards per Section 17.06.020. The proposed adjustment would change such use from a
conditional use to a permitted use in the RM-P district subject to the standards in Section
17.06.020.

The second set of proposed changes has to do with the placement of temporary offices at
residential construction and development sites. Recently staff has received an inquiry regarding
the placement of such an office on a residential development site. Such an office would be
considered a temporary use and as such would not be allowed in a residential zoning district.
The potential changes would allow the placement of temporary construction / sales offices on
residential construction / development sites in residential districts within the parameters
outlined. Minor language adjustments have been made since January 26, 2021 to clarify that
such offices are in support of residential development.

17.05.030 General Use Standards

A. Permitted Uses. In order to implement the intent of each zoning district, facilitate
complementary transitions between districts, and to regulate a variety of compatible uses within
zoning districts, use categories and general uses have been established for principal uses of land
and buildings. Table 5-2 indicates permitted uses (P) subject to general district and building type
standards, permitted accessory uses (A) subject to specific accessory use standards, temporary
uses (T) subject to limited permits, and conditional uses (C) subject to the discretionary review
process in GMC 17.03.050. All uses may be subject to more specific standards, limitations and
performance criteria as identified by an asterisk in Table 5-2 and in GMC 17.05.040, 17.05.050
and Chapter 17.11 GMC. Use categories, general uses and specific types of uses are more
specifically described in subsection (B) of this section.

Table 5-2: Use Table
Residential Districts Nonresidential Districts
R-R-R-R-R-RM-C- CO-C- C- C- M- M-

ARE12345P OA12312REC

RESIDENTIAL DWELLINGS

Manufactured/Mobile/Micro
Home Community

cp*

Temporary Use (See Section

* * * * * * * * *
17.05.050 Y) T L A L L L L L

17.05.050 Specific Use Standards
Y. Temporary Use. Where temporary are permitted (as indicated in Table 5-2), all of the
following standards shall be met:

4. No portion of the temporary use, or accessory activities associated with the temporary use,
shall be located within 30 feet of the property line of an existing residence or a residentially
zoned district except for the following:=
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a. Temporary Offices at Residential Construction / Development Sites may be placed within

a residentially zoned district (see item 8 below) subject to applicable setbacks and
separation distances.

8. The duration of the temporary event / use shall be limited as follows (does not apply to Food
and Beverage — Mobile uses):

a.

b.
C.
d

de.

Special events — no more than seven days.

General merchandise sales or services — no more than seven days.
Seasonal sales — no more than 90 days.

Temporary Offices at Construction / Development Sites —

1. May be used on the site of a construction / development project if they are
removed upon completion of the project. A temporary use permit and building
permit is required for all temporary offices.

2. In residential districts, any temporary offices may only be located in a model
home and must cease upon the issuance of a certificate of occupancy for the last
residential dwelling unit for the subdivision or project or, in the case of a
subdivision or project for which approval has been given for phased development,
for the last dwelling unit for that phase.

3. Temporary trailers may be used for temporary construction / sales offices
associated with residential development, but the placement of such cannot occur
until a building permit for a model home is issued and the trailer is allowed only
until the model home is completed. All trailers shall be removed once the model
home is completed and ready for use.

Or other appropriate administrative limitation based on the specific use and context of

the proposed location.

ACTION / RECOMMENDATION

Planning Commission shall conduct a public hearing, as published, per Section 17.03.110 in
order to consider public comment related to the proposed text amendments. After closing the
public hearing the Planning Commission shall discuss the proposed amendments and make a
motion to recommend one of the following:

1. Approval of the proposed amendments as presented, or
2. Approval of the proposed amendments with modifications, or
3. Disapproval of the proposed amendments.

Planning staff recommends that the Planning Commission recommend approval of the
proposed amendments and forward such recommendation to the Governing Body.
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